
PSE

Phihong POE Ultra Min Load Max Load Comment

Phihong POE60U-560(g)-SS-R P P 12.5K signature

Phihong POE75U-1UP-R P P 12.5K signature

Phihong POE80U-560(g)-R P P 12.5K signature

IEEE802.3at Compliant Min Load Max Load Comment

3-Com 3CBLSF26PWR P O 1000mA without LLDP override (1-Event)

Ag6100-S P O Maximum Load 2900mA

Ag6110-S P P

Ag6400 P O Maximum Load 2500mA

Dlink DES-1210-28P P O 1000mA without LLDP override (1-Event)

HP 1910-8G-PoE+ P O 1-Event Maximum Load 2000mA

Intellinet 560641 P O Maximum Load 1000mA

MITS GTI-3556ND4 P O Maximum Load 2900mA

MITS POE-T01-3055DG P O Maximum Load 2000mA

Phihong POE31U-1AT P O Maximum Load 2900mA

Phihong POE36U-1AT-R P O Maximum Load 2000mA

PowerDsine 7012G P O 1-Event Maximum Load 2000mA

TRENDnet TPE-T80 P O Maximum Load 2500mA

Yoda PI-100GA P O Maximum Load 2000mA

POH Compliant Min Load Max Load Comment

Ag6600 P P

PowerDsine 9601G P P

PowerDsine 9624G P P

Non IEEE Compliant Min Load Max Load Comment

Phihong POE61U-560DG P P Injector

Pass P Min Load = 100mA

Fail O Max Load = 5000mA

Result


